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 A 16/4 from Rec.Amp output to input of the C-1001 gives
capability of  8 outputs, 16/4 to each volume control location.
(Must be impedance matching volume control.)
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CHANNEL VISION 
 Limited Warranty 

 

Channel Vision Technology will repair or replace any defect 
in material or workmanship which occur during normal use 
of this product with new or rebuilt parts, free of charge in the 
USA, for two years from the date of original purchase.  This 
is a no hassle warranty with no mail in warranty card 
needed. This warranty does not cover damages in 
shipment, failures caused by other products not supplied by 
Channel Vision Technology, or failures due to accident, 
misuse, abuse, or alteration of the equipment. This warranty 
is extended only to the original purchaser, and a purchase 
receipt, invoice, or other proof of original purchase date will 
be required before warranty repairs are provided. 
 
Mail in service can be obtained during the warranty period 
by calling (800) 840-0288 toll free. A return Authorization 
number  must be obtained in advance and can be marked 
on the outside of the shipping carton.  
 
This warranty gives you specific legal rights, and you may 
have other rights (which vary from state to state). If a 
problem with this product develops during, or after, the 
warranty period, please contact Channel Vision, your 
dealer, or any factory-authorized service center. 

 
Model C-1001 Features: 
 
- Removable connectors for easy installation. 
 
- L/R speaker connection input. 
 
- Audio connection for up to 8 rooms. 
 
-CVC compatible part # J-BJB- Banana jack insert 
(black) -J-BJR-(red). J-BPB- Banana plug-gold plated 
(black) J-BPR-Banana plug-gold plated (red). 
 
- Can be used from volume control to wall plate. All 
inserts are compatible with Channel Vision's (J)  
series wall plates and inserts. 
 
 
 
Wiring: 
 
16/4 Speaker Wire 
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